














Manufacturing, designing
and building into the future

After the rails are attached to the house, attach the box using the same type of screws as
the rails. To place the screws, hold the box in place and drill through the housing and into
the brick using a 1/4” drill bit. Use the tip of the bit to push the nylon fastener into the hole
and drill the screw into the nylon fastener. Place the screws evenly apart, and be sure that
the box is level before securing more than one screw.

Once the box has been attached,
measure the desired length of the
universal. To do this, thread the
universal shaft through the appropri-
ate hole in the box, the gear and the
wall, into the interior of the building.
Mark the place on the universal where
it comes out from wall and deduct

approximately three inches to have the
desired shaft length.
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H Saw the universal at
the measured length.
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Thread the universal shaft
through the holes from the
interior of the building.
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Once in place, attach the
universal to the interior wall using
the screws provided.

Thread the top
slat into each of
the slat hangars.
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When slats are completely attached to all of the
slat hangars, wrap the shutter around the roller
tube to prepare to thread the slats between the
rails. Slats should move easily between the rails,
all the way up and down.

Once the slats are set
between the rails, roll all of
the slats onto the axle.

Replace the front/
bottom box cover and
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secure with pop rivets.

Caulk the edges of
the box and rails
making sure the
edges are insulated.
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buttons into the

remaining holes /\V/V_

in the rails.

This guide is meant as an outline only. Each job may vary depending on the existing structure. ChicagOne Developers accepts no liability
for improper installations due to the varied nature of installations in general.



